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Key Points:
 • *Available as a set
 • **RC-50 cylinder has non-removable grooved saddle and no collar thread.
 • ***D1 = 1.63”, L - .81”, M = 1.00”
 • Green shaded columns deonte rental invetory.
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RC-50**

5 
(4.9)

.63 .99 .62 1.63 2.25 2.31 1.13 1.00 .75 ** ** 2.2

RC-51 1.00 .99 .99 4.34 5.34 1.50 1.13 1.00 .75 1.00 .25 1 1/2-16 1.13 2.3

RC-53 3.00 .99 2.98 6.50 9.50 1.50 1.13 1.00 .75 1.00 .25 1 1/2-16 1.13 3.3

RC-55* 5.00 .99 4.97 8.50 13.50 1.50 1.13 1.00 .75 1.00 .25 1 1/2-16 1.13 4.1

RC-57 7.00 .99 6.96 10.75 17.75 1.50 1.13 1.00 .75 1.00 .25 1 1/2-16 1.13 5.3

RC-59 9.13 .99 9.07 12.75 21.88 1.50 1.13 1.00 .75 1.00 .25 1 1/2-16 1.13 6.1

RC-101

10 
(11.2)

1.00 2.24 2.24 3.53 4.53 2.25 1.69 1.50 .75 2 1/4-14 1.06 4.0

RC-102* 2.13 2.24 4.75 4.78 6.91 2.25 1.69 1.50 .75 1.38 .25 2 1/4-14 1.13 5.1

RC-104 4.13 2.24 9.23 6.75 10.88 2.25 1.69 1.50 .75 1.38 .25 2 1/4-14 1.06 7.2

RC-106* 6.13 2.24 13.70 9.75 15.88 2.25 1.69 1.50 .75 1.38 .25 2 1/4-14 1.13 9.8

RC-108 8.00 2.24 17.89 11.75 19.75 2.25 1.69 1.50 .75 1.38 .25 2 1/4-14 1.06 12

RC-1010* 10.13 2.24 22.65 13.75 23.88 2.25 1.69 1.50 .75 1.38 .25 2 1/4-14 1.13 14

RC-1012 12.00 2.24 26.84 15.75 27.75 2.25 1.69 1.50 .75 1.38 .25 2 1/4-14 1.06 15

RC-1014 14.00 2.24 31.31 17.75 31.75 2.25 1.69 1.50 .75 1.38 .25 2 1/4-14 1.06 18

RC-151

15 
(15.7)

1.0 3.14 3.14 4.88 5.88 2.75 2.00 1.63 .75 1.50 .38 2 3/4-16 1.19 7.2

RC-152 2.00 3.14 6.28 5.88 7.88 2.75 2.00 1.63 .75 1.50 .38 2 3/4-16 1.19 9

RC-154* 4.00 3.14 12.57 7.88 11.88 2.75 2.00 1.63 .75 1.50 .38 2 3/4-16 1.19 11

RC-156* 6.00 3.14 18.85 10.69 16.69 2.75 2.00 1.63 1.00 1.50 .38 2 3/4-16 1.19 15

RC-158 8.00 3.14 25.13 12.69 20.69 2.75 2.00 1.63 1.00 1.50 .38 2 3/4-16 1.19 18

RC-1510 10.00 3.14 31.42 14.69 24.69 2.75 2.00 1.63 1.00 1.50 .38 2 3/4-16 1.19 21

RC-1512 12.00 3.14 37.70 16.69 28.69 2.75 2.00 1.63 1.00 1.50 .38 2 3/4-16 1.19 24

RC-1514 14.00 3.14 43.98 18.69 32.69 2.75 2.00 1.63 1.00 1.50 .38 2 3/4-16 1.19 26

RC-251

25 
(25.8)

1.00 5.16 5.16 5.50 6.50 3.38 2.56 2.25 1.00 2.00 .41 3 5/16-12 1.94 13

RC-252* 2.00 5.16 10.31 6.50 8.50 3.38 2.56 2.25 1.00 2.00 .41 3 5/16-12 1.94 14

RC-254* 4.00 5.16 20.63 8.50 12.50 3.38 2.56 2.25 1.00 2.00 .41 3 5/16-12 1.94 18

RC-256* 6.25 5.16 32.23 10.75 17.00 3.38 2.56 2.25 1.00 2.00 .41 3 5/16-12 1.94 22

RC-258 8.25 5.16 42.55 12.75 21.00 3.38 2.56 2.25 1.00 2.00 .41 3 5/16-12 1.94 27

RC-2510 10.25 5.16 52.86 14.75 25.00 3.38 2.56 2.25 1.00 2.00 .41 3 5/16-12 1.94 31

RC-2512 12.25 5.16 63.18 16.75 29.00 3.38 2.56 2.25 1.00 2.00 .41 3 5/16-12 1.94 36

RC-2514* 14.25 5.16 73.49 18.75 33.00 3.38 2.56 2.25 1.00 2.00 .41 3 5/16-12 1.94 39

RC-308 30 (32.4) 8.25 6.49 53.56 15.25 23.50 4.00 2.88 2.25 2.25 2.00 .41 3 5/16-12 1.94 40

RC-502

50 
(55.2)

2.00 11.04 22.09 6.94 8.94 5.00 3.75 3.13 1.31 2.81 .11 5 -12 2.19 33

RC-504 4.00 11.04 44.18 8.94 12.94 5.00 3.75 3.13 1.31 2.81 .11 5 -12 2.19 42

RC-506* 6.25 11.04 69.03 11.13 17.38 5.00 3.75 3.13 1.38 2.81 .11 5 -12 2.19 51

RC-5013 13.25 11.04 146.34 18.13 31.38 5.00 3.75 3.13 1.38 2.81 .11 5 -12 2.19 83

RC-756 75 
(79.5)

6.13 15.90 97.41 11.25 17.38 5.75 4.50 3.75 1.19 2.81 .23 5 3/4-12 1.75 65

RC-7513 13.13 15.90 208.74 19.38 32.50 5.75 4.50 3.75 1.19 2.81 .23 5 3/4-12 1.75 130

RC-1006 100
(103.1)

6.63 20.63 136.67 14.06 20.69 7.00 5.13 4.13 1.63 2.81 .11 6 7/8-12 1.75 130

RC-10010 10.25 20.63 211.45 17.69 27.94 7.00 5.13 4.13 1.63 2.81 .11 6 7/8-12 1.75 160

Hydraulic Cylinders
5 - 100 Ton Single-Acting


